OKI ELECTRONICS (HONG KONG) LTD.

OLMS64K SERIES 4-BITS LOW POWER MCU CHECK LIST

Part No.: M64172

This list is to avoid unnecessary troubles in programming. Please confirm if all the points below have been checked and return this list together with customer software, the LCD segment table in a floppy disk (in DOS file format) and other required documents. If there is any question concerning this check list, please feel free to contact us. This form is just for sales and purchasing reference. All the masking options are based on  the code released by the customer. Both OKI Electronics (Hong Kong) Ltd and Globaltec Electronics Ltd will not be liable for any discrepancies between the released code and the informations given below.
(1) PACKAGE


[ ] Chip Form



[ ] 56-pin QFP Form ______________________________

(2) VOLTAGE SUPPLY (Mask Option)


[ ] 1.5V
(Voltage Range = 0.9V - 1.8V )

[ ] 3.0V
(Voltage Range = 1.8V - 3.6V )

(3) CLOCK GENERATION CIRCUIT (Mask Option)

[ ] Crystal Oscillation



[ ] High Speed Oscillation
(For 3.0V Version  ONLY)



[ ] With internal CG  (Mask Option) 

[ ] CR Oscillation 








or, [ ] Ceramic Vibrator Oscillation 

(4) USABLE ROM SIZE


[ ] 2016 bytes

(5) SYSTEM RESET 


[ ] Add pull-down  cap. with 0.1(F (0.47(F is better) or higher for power up reset

(6) UNUSED VSS PIN (See Chapter 7.2.1 & 7.3.1 of SM64172 User Manual’)


Connect to ...
[ ] VSS1
(For 1.5V Voltage Supply)

[ ] VSS2
(For 3.0V Voltage Supply)

(7) LCD DSPR23 & DSPR24 (See SM64172 User Manual” Chapter 11.5)

[ ] DSPR23 acts as display register only when duty cycle = 1/2 or 1/3, otherwise, normal RAM

[ ] DSPR24 acts as display register only when duty cycle = 1/2 , otherwise, normal RAM

(8) S0 - S15 : LCD SEGMENTS or OUTPUT PORTS (See SM64172 User Manual” Chapter 11.6)

[ ] S0
[ ] S1
[ ] S2
[ ] S3
[ ] S4
[ ] S5
[ ] S6
[ ] S7
[ ] S8
[ ] S9

[ ] S10
[ ] S11
[ ] S12
[ ] S13
[ ] S14
[ ] S15

(*Note: Mark the output ports)

(9) LCD OPERATING VOLTAGE


[ ] 3.0V 
(Duty Cycle = 1/2 ) 


[ ] 4.5V
(Duty Cycle = 1/3 or 1/4) 

(10) LCD BIAS GENERATOR (See SM64172 User Manual” Chapter 11.7)


[ ] 0.2 (F are recommended for Ca, Cb &  C12 when VDD = 1.5V and operating temperature > 40(C

(11) DEFINING MASK OPTIONS (See ppendix F : Mask Option” of  SM64172 User Manual”)


[ ] Assigning options data to ROM area starting from 7E0H to 7F1H


(12) SKIP INSTRUCTION


[ ] When SKIP condition is satisfied, a no. of  idle machine cycles, equal to the length of  the skipped instruction, will be inserted after the instruction which testing/setting the SKIP condition. 

(13) DOCUMENTS REQUIRED


[ ] Circuit Diagrams of Customer Application 
[ ] LCD Segment Allocation Table


[ ] LCD Layout Drawing


[ ]  Listing  of  Mask Options Selected (*Note : MUST)

We,_________________________________________,  hereby confirm that all the points stated above have been checked.

_________________________





______________________

   Signature & Company Chop 
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